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Product: Power Supply Unit
Model: DRM-24V80W1PX(y), DRM-24V240W1PX(y), DRM-24V480W1PX(y)
Intended Service: 
CliQ M DIN-rail mounting power supply units for automation systems on Ships and Offshore Units.
 
Description: 
DIN-rail mounted power supply modules for installation in consoles and cabinets, located in general power
distribution zones. 
 
Rating: 
Nominal Input Voltage: single-phase: 100-240VAC/110-300VDC
Nominal Input Frequency: 50-60Hz
Nominal Output Voltage: 24VDC
Output Continuous Current:
1. 3.4A @ 24VDC for Model: DRM-24V80W1PX(y)
2. 10A @ 24VDC for Model: DRM-24V240W1PX(y)
3. 20A @ 24VDC for Model: DRM-24V480W1PX(y)
Degree of Protection: IP 20
 
 
Service Restriction: 
Unit Certification is not required for this product. 
 
Comments: 
1. Safe area application only, not to be used in hazardous location.
2. The Manufacturer has provided a declaration about the control of, or the lack of Asbestos in this product.
 
Notes/Drawing/Documentation: 
Drawing No. DRM-24V240W1PX(Y), ABS Witness For Prototype Environmental Testing, Revision: 00, Pages: 23,
dated 31 August 2016
Drawing No. DRM-24V240W1PX(Y)_1, Technical Datasheet, Revision: 00, Pages: 1
Drawing No. DRM-24V240W1PX(Y)_10, Delta Environment Test (In-House), Revision: S3, Pages: 14, dated 22
December 2015
Drawing No. DRM-24V240W1PX(Y)_2, Schematic Circuit, Revision: S2, Pages: 1
Drawing No. DRM-24V240W1PX(Y)_3, Mechanical Drawing, Revision: S0, Pages: 1
Drawing No. DRM-24V240W1PX(Y)_4, Label Drawing, Revision: S0, Pages: 1
Drawing No. DRM-24V240W1PX(Y)_5, PCB Layout, Revision: 00, Pages: 1
Drawing No. DRM-24V240W1PX(Y)_6, Insulator Drawing, Revision: 00, Pages: 1
Drawing No. DRM-24V240W1PX(Y)_7, Heat Sink Drawing, Revision: 00, Pages: 1
Drawing No. DRM-24V240W1PX(Y)_8.1, Instruction Manual - DECA, Revision: 01, Pages: 1
Drawing No. DRM-24V240W1PX(Y)_8.2, Instruction Manual - DINKLE, Revision: 01, Pages: 1
Drawing No. DRM-24V240W1PX(Y)_9, Electrical Functional Test (In-House), Revision: S3, Pages: 295, dated 20
November 2015
Drawing No. DRM-24V480W1PX(Y), ABS Witness For Prototype Environment Testing, Revision: 00, Pages: 23,
dated 31 August 2016
Drawing No. DRM-24V480W1PX(Y)_1, Technical Datasheet, Revision: 00, Pages: 1
Drawing No. DRM-24V480W1PX(Y)_10, Delta Environment Test (In-House), Revision: S3, Pages: 13, dated 04
May 2016
Drawing No. DRM-24V480W1PX(Y)_2, Schematic Circuit, Revision: S2, Pages: 1
Drawing No. DRM-24V480W1PX(Y)_3, Mechanical Drawing, Revision: 00, Pages: 1
Drawing No. DRM-24V480W1PX(Y)_4, Label Drawing, Revision: 00, Pages: 1
Drawing No. DRM-24V480W1PX(Y)_5, PCB Layout, Revision: 00, Pages: 1
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Drawing No. DRM-24V480W1PX(Y)_6, Insulator Drawing, Revision: 00, Pages: 1
Drawing No. DRM-24V480W1PX(Y)_7, Heat Sink Drawing, Revision: 00, Pages: 1
Drawing No. DRM-24V480W1PX(Y)_8.1, Instruction Manual - DINKLE, Revision: 00, Pages: 1
Drawing No. DRM-24V480W1PX(Y)_8.2, Instuction Manual - DECA, Revision: 00, Pages: 1
Drawing No. DRM-24V480W1PX(Y)_9, Electrical Functional Test (In-House), Revision: S3, Pages: 217, dated 17
February 2016
Drawing No. DRM-24V480W1PX(Y)_T211-0323/16, GL - Functional And Environment Test Report, Revision: 00,
Pages: 23, dated 12 May 2016
Drawing No. DRM-24V480W1PX(Y)_T251-0526/16, GL - EMC Test Report, Revision: 00, Pages: 42, dated 12 May
2016
Drawing No. DRM-24V80W1PX(Y), ABS Witness For Prototype Environmental Testing, Revision: 00, Pages: 23,
dated 21 August 2016
Drawing No. DRM-24V80W1PX(Y)_1, Technical_Datasheet, Revision: 00, Pages: 1
Drawing No. DRM-24V80W1PX(Y)_10, Delta Environment Test (In-House), Revision: S3, Pages: 11, dated 15
December 2015
Drawing No. DRM-24V80W1PX(Y)_2, Schematic Circuit, Revision: S2, Pages: 1
Drawing No. DRM-24V80W1PX(Y)_3, Mechanical Drawing, Revision: 00, Pages: 1
Drawing No. DRM-24V80W1PX(Y)_4, Label Drawing, Revision: 00, Pages: 1
Drawing No. DRM-24V80W1PX(Y)_5, PCB Layout, Revision: 00, Pages: 1
Drawing No. DRM-24V80W1PX(Y)_6, Heat Sink Drawing, Revision: 00, Pages: 1
Drawing No. DRM-24V80W1PX(Y)_8, Instruction Manual, Revision: 00, Pages: 1
Drawing No. DRM-24V80W1PX(Y)_9, Electrical Functional Test (In-House)1, Revision: S4, Pages: 237, dated 29
February 2016
Drawing No. DRM-24v80w1pxy And DRM-24v240w1pxy_T211-0504, GL - Function And Environment Test
Report, Revision: 00, Pages: 30, dated 17 August 2015
Drawing No. DRM-24v80w1pxy And DRM-24v240w1pxy_T251-0568, GL - EMC Test Report, Revision: 00, Pages:
113, dated 12 August 2015
 
Terms of Validity: 
This Product Design Assessment (PDA) Certificate 16-SG1544363-PDA, dated 12/Oct/2016 remains valid until
11/Oct/2021 or until the Rules or specifications used in the assessment are revised (whichever occurs first). 
 
 
This PDA is intended for a product to be installed on an ABS classed vessel, MODU or facility which is in existence
or under contract for construction on the date of the ABS Rules or specifications used to evaluate the Product. 
 
 
Use of the Product on an ABS classed vessel, MODU or facility which is contracted after the validity date of the ABS
Rules and specifications used to evaluate the Product, will require re-evaluation of the PDA. 
 
 
Use of the Product for non ABS classed vessels, MODUs or facilities is to be to an agreement between the
manufacturer and intended client. 
 
STANDARDS
 
ABS Rules: 
ABS Steel Vessel Rules (2016): 1-1-4/7.7, 1-1-Appendix 3 and 4, 4-9-2/5.3, 4-9-3/11.9, 4-9-8/7, 4-9-8/13, 4-9-
8/Table 1;
ABS Offshore Support Vessel Rules (2016): 1-1-4/7.7, 1-1-Appendix 3 and 4, 4-9-2/5.3, 4-9-3/11.9, 4-9-8/7, 4-9-
8/13, 4-9-8/Table 1;
ABS Steel Vessel Rules Under 90 Meters in Length (2016): 1-1-4/11.9, 1-1-Appendix 2 and 3, 4-7-1/11.3, 4-7-
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8/9.3.2, 4-7-9/7, 4-7-9/15, 4-7-9/Table 9;
ABS High Speed Craft Rules (2016): 1-1-4/11.9, 1-1-Appendix 2 and 3, 4-7-2/17.3, 4-7-2/Table 1, 4-7-4/3.9;
ABS Mobile Offshore Drilling Unit Rules (2016): 1-1-4/9.7, 1-1-Appendix 2 and 3, 4-3-4/5;
ABS Facilities on Offshore Installation Rules (2016): 1-1-4/9.7, 1-1-Appendix 2 and 3, 3-7/3.3;
ABS Steel Barge Rules (2016): 1-1-4/7.7, 1-1-A3 and A4;
ABS Rivers and Intracoastal Waterways Rules (2016): 1-1-4/7.7, 1-1-A3 and A4, 4-2-3/3.25.5;
 
National: 
NA
 
International: 
IACS UR E10 Rev.6
 
Government: 
NA
 
EUMED: 
NA
 
OTHERS: 
NA
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