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X

Sachverständige(r)/Expert

Signed by: Nick C.Y. Hsu  

19.11.2019 Timon Huang  

Date                          Printed Name                        Signature  Date              Printed Name     Stamp&Signature of licenseholder 

                                                           (name of authorized person) 

 

License holder  : Delta Electronics, Inc. 
3 Tungyuan Road, Chungli Industrial Zone, Taoyuan City 32063, Taiwan 

Factory : 1. Delta Electronics (Thailand) Public Co., Ltd. 
909 Soi 9 Moo 4, Bangpoo Industrial Estate (E.P.Z.), Pattana 1 Road, Tambol 
Phraksa, Amphur Muang, Samutprakarn 10280, Thailand 

2. Delta Electronics Power (Dongguan) Co., Ltd. 
Delta Industrial Estate, Xincheng District, Shijie Town, Dongguan, Guangdong 
523308, P.R. China 

3. Delta Electronics (Jiangsu) Ltd. 
215200, No.1688, Jiangxing East Road, Wujiang Economic and Technological 
Development Zone, Suzhou City, Jiangsu Province, P. R. China 

Type of Appliance : SWITCHING POWER SUPPLY 

Type Designation : 1. PJ-12V15WC, PJ-12V15WL, PJ-12V15WB  

2. PJ-5V15WC, PJ-5V15WL, PJ-5V15WB 

Rating : Details see Table A 

Protection Class : Class I equipment 

Supply connection : Primary Connector (CN1) 

Additional information   

Maximum permissible ambient temperature: See below table B  

Maximum operation altitude: 5000m 

 

Table A: 

Model List 

Type Designation Rated Input Rated DC Output 

PJ-12V15WC, PJ-12V15WL, PJ-12V15WB   100-240V~, 0.35A, 50-60Hz 12Vdc, 1.3A 

PJ-5V15WC, PJ-5V15WL, PJ-5V15WB 100-240V~, 0.35A, 50-60Hz 5Vdc, 3A 

 

Table B: Model Difference 

Model PJ-12V15WC PJ-5V15WC PJ-12V15WL PJ-5V15WL PJ-12V15WB PJ-5V15WB 

Metal Case (chassis) used used N/A used used N/A 

Metal Case (cover) used N/A N/A used N/A N/A 

Transformer (T1) MV-MP12605 MV-MP12605 MV-MP12605 MV-MP13049 MV-MP13049 MV-MP13049 

Each type model has its intended mounting orientation and de-rating curve, see below for details. 
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